
Quick coupler 40-70 tonnes

SQ Auto Connection System –

Changing powered work tools in seconds
The demand for productivity is constantly rising and in some
applications the need for work tool changes is almost continuous.
With Steelwrist SQ-technology you will be able to change between
tiltrotator, hydraulic breaker, crusher, shear, pulverizer, grapple,
screening bucket, compactor and of course any mechanical work
tool – all without ever leaving the cabin and in only seconds.

Regarding interchangeability between the SQ standard and other
brands of fully hydraulic quick couplers and work tools, see link.

SQ90

 Measurement

Weight (lb) 1650

Width (inch) 29.53

Length (inch) 29.53

Building height

(inch)

10.43

Shaft diameter

dipper (inch)

4-5.12

Width dipper

arm (inch)

Max 510

Pin distance

(cc-meassure)

(inch)

19.69-24.80

Pin distance

(cc-meassure)

(mm)

500-630

 Technical specification

Machine

weight (lb)

88000-154000

Dimensions,

same as

S90

Connection 9

3/8" 1

1/2" 3

3/4" 1

1" 2

Electrical

Connector

Yes
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https://steelwrist.com/wp-content/uploads/Steelwrist_QCSQ90_900x900.png
https://steelwrist.com/en-us/interchangeability-between-the-sq-standard-and-other-brands/
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