
TiltrotatorTiltrotator 16-2016-20 tonnestonnes

AA tiltrotator for machinestiltrotator for machines in thein the
middleweight class,middleweight class, between 16 andbetween 16 and
2020 tonnestonnes

AA tiltrotator for machines between 25 and 33tiltrotator for machines between 25 and 33

tonnestonnes
Steelwrist tiltrotator is designed to deliver the power and durability
that is a must for larger excavators. A well thought-out design, raw
power, precision and smoothness are combined in rotation and tilt
functions. This facilitates your work and makes you flexible to take on
a variety of challenging new jobs.
Gear housing, bottom and top in solid cast steel, hardened shafts
and piston rods, dual acting tilt cylinders. Control system, gripper
cassette with four finger gripper and central lubrication as options.

SQ TechnologySQ Technology

SQ is a high performing fully automatic oil connection technology used in quick couplers and tiltrotators on excavators to connect
hydraulic work tools. It has a superior performance and a robust design.

All tiltrotators from X18 and upwards can be equipped with our SQ fully automatic technology. SQ on the top side (upper coupler) of the
tiltrotator for rapid change between tiltrotator and other work tools. SQ on the bottom side (attachment coupler) of the tiltrotator will allow
for rapid change between hydraulic powered work tools, or why not sandwich with SQ on both top and bottom.

X20 SQ60-5X20 SQ60-5
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 MeasurementMeasurement

MåttMått

TypeType S60/S60

Width (inch)Width (inch) 27.17

Length (inch)Length (inch) 32.13

Building heightBuilding height

(inch)(inch)

19.80

Cylinder widthCylinder width

(inch)(inch)

28.86

Weight fromWeight from

(lb)(lb)

1038

Width withWidth with

gripper (inch)gripper (inch)

28.23

Length withLength with

gripper (inch)gripper (inch)

39.49

Gripper reachGripper reach

(inch)(inch)

32.28

Weight withWeight with

gripper fromgripper from

(lb)(lb)

1375

Pin distancePin distance

(cc-meassure)(cc-meassure)

(inch)(inch)

Pin distancePin distance

(cc-meassure)(cc-meassure)

(mm)(mm)

Width dipperWidth dipper

arm (inch)arm (inch)

Shaft diameterShaft diameter

dipper (inch)dipper (inch)

 Technical specificationTechnical specification

TypeType S60/S60 Direct Fit/S60

RecommendedRecommended

machinemachine

weight (lb)weight (lb)

35200-44000 35200-44000

Top unitTop unit S60 Direct Fit

AttachmentAttachment

couplercoupler

S60 S60

Maximum tiltMaximum tilt

angle (degrees)angle (degrees)

45 45

Necessary flowNecessary flow

(gallons/min)(gallons/min)

26-32 26-32

Pressure (bar)Pressure (bar) 210 210

HydraulicHydraulic

extras withoutextras without

gripgrip

2 2

HydraulicHydraulic

extras withextras with

gripgrip

1 1

RotationalRotational

speed (r/m)speed (r/m)

8 8

RotationalRotational

force (kNm)force (kNm)

8,8 8,8

Tilt powerTilt power

(kNm)(kNm)

47 47

Lubrication ofLubrication of

the gearthe gear

housinghousing

Grease Grease
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